SKB DOUBLE GUNS 




OVER AND UNDER*SIDE BY SIDE 



Assembly and Disassembly 

Whefl yoHJ y*ur SK& ft'Orn tht Sift l»*. ywf dpi^ble alwaj«i assembla the toncnd to thft tw^rrilj 9$ ihciwn. Thii will help 

Run will be esycmbled $hovni in the photagyaph. If you i>nlend to prevent damese t.o the tpr^nd. 

tarry yOur Run with iH« Stock sn<J barrels sefiMifate. yipu should 





You should store your gift box for future use, jf the riced 
ari^p'p to ship your sl^tgpn, the interior of this booc is designed 
to prcver»t moveJTiont of the barrel end reoeivor, 
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Trigger 





Lucking ^?ieoa 



Locking pioce retainer 

SsriTel locking lugs 

Extractor cam. channel 



Entractor/ajlfictor 



groove 



Cocking lever 



Cocking ItHf 



MonoWoc with annow 



! 



side-by side: oo 




Selector 



Triggfif 



ExtrSctor/eieciar 




=»: As to thie lubricartoo, pleaw s« pass ]?. 



Push (te«ri I'ci^ 




Top lever 



CMliififi iswef 
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To Remove Forend 




OVEH/omEf^ 0 

Draw tiie foi'erid latcli lever tSown 
and pull t)he forend away Irom the 
barrels, pivoiing tlie r&ar of the 
forend against the frame. 

Make sure tuat me forend metal 
pieces that require lubnication are 
properly lubricated before you 
reassem bile the f o rend to the 
frame. 

CAUTIQH : Care must be taken to 
prevent the forend wood from 
contacting the ejectors during this 
procedure or cracking pf the 
forend wood may ocour, 



I 



SlDE-BY-SiDE CO 

To release the forend calch. 
actuate the push down rod. PuN 
Ihu Forend away from the barrel 
by pivoting the rear of the 
fprend against frame. 

CAUTION: Care should be 

taken to prevent damage to the 
wood. 



NOTE: 

in removing tf?e lorend from a 
dodjb/e gun, it SBsi^r to hoid the 
barreis in the ieft hand and 
reiease the forend with the index 
finger as shown. 



Barrel Assembly 




OVS:fl/VfJD£R 0 

Push the tOD lever to ihe far right (opeFt)j 30 Sitien- Vuu should hoar 
a click when the top lever is locked in its epen posiMpn. With the 
forendi removed, fit the barrels to the Irafrw by inserting the hin|e 
pin into the hinge pin groove es shown in the photo, Close the 
action sipwiy. making certain that the eitraclor cam fils into the 
estractpr cam channel. When the barrels are properly closed, the 
top lever wilt be cenrered straight up and down. 

SlDE-BY-StDE OO 

Push and hold the top lever to the far nght(apcn)poshion.. 
With forend removed and extractor rod in rearward position, 
lower barrel lockmg lug onto the hinge pin and slovrly close 
action. 

NOTE: 

For the Sj'de-by-Side, ffte tnust be tiefd mamtefly in the 

Often posiiiot) wMe essemblfng. 



Align the (orend with the receiver 
KQ ' that tha caclung fevers mahe 
ee>Jitact with tha cokinf rods. BaFone 
TOtaling the ftjrend towar'd the b^rref. 
pushbtlhe fo/nefid downward ao that 
tlie cocking levars sUghtly depress the 
oeWna rods. With yeur index fing'Sf. 
draw the forend lach lever down 
Then pivet the forerd toward the 
heri^l. Ooee the ferend i$ on tf'ia 
bamcis, insure the forcrid liiteh lever 
is locked in place. 

CAUnON:No further disassembly 
iS recommended unless doiie by a 
competent eunsmith, 

CAUTION: Care must ho taken to 
prevent the feraod weed frem 
conteting the ejectors during this 
procedura or crackitw of the forend 
wood msv OCCi*. DO NIOT HIT OR 
SLAP THE FOPLMD IWTQ POSmOM 
AS DAMAGE TO THE 
COCktlMGLEVERS WILL OCCUR! 

CAUTION: Never attempt to each the 
hammars of •jotm- SKB Double by 
depressing the cecking rods with e 
pur»cb or screwdriver. Internal 
daniage will occur as a result of 
CKtreme ovcrcoching O'f the hiimmcrs. 




SID&BY^SiDE GO 

, De'presS iQrend c^tch ahd insert 
forend into frame. Pivot torend 
toward iMfrels, releasing the 
forend catch when contact tp the 
barrels is maefe. 

NOTE: Alwsys crtecfr tit see 
the forenef fs jecyrejy in jptece 
i?e/ore finnff. 

DISASSEMBLY 

Reverse the procedures as out- 
linad on the previous pages: 

I. fi$movc forend 
2r Remove barrels 
3r Assemble forend to barrels 



Loading Instructions 




0\/Eft/UND£:R Sfl>£-Sr-$iDE ^ OO 

1. Push the top lever to the far right and open the action completefy. 

2. [rtsert the proper gaufie ard length of shell into the ohart^bers. The 
gauge and length of shell gre insoribBd on tfie side oif the barrels. 
Do not use a or 3 1/2" shell in a barrel with a 2 3/4" chamber or 
3 1/2" ahelLs in a barrel with a 3" chamber. 

CAUTION: Always check to ensure that the banzai are free of and 
obstruclinni and that the safety Fs onfiagad before loading, 

No(e:Wtisn using f^fasdsd sheffs, if the witf ml comptetel/ ertfer ihe 
chamber, do not force tfte shefK Rcioaded amnn/nilton tvbich wifi not c/iamder 
easily is oversized and can cause faifures in extraction and ejection. Forcing 
cver$iied ammanilioft mfo the gvn wiii afso cause damage to ihs hinge pins. 
{The function and performance of New SRB firearms are not warranted when 
using refoaded ammitnilion.} 

3. Close the action by gently applying equal pressure lo the stock and forend. 
(DO NOT slam or whip the firearm dosed as damage K) the frame will 
occor/) Be certain that the barrels are poinled in a safe direction belore 
dosirig, Check to see that the top lever hSJ relumed to the i[>d!.ed position, 
insuring fhaf the action is fully clo&ed,(Note: The top lever on the sicte-by- 
side will be approjuimateiy I Q degrees oft center when new lo allow for wear 
in.) 



Safety 




A, automatic safety I 

Models 200. 200E. 400. 400E. 0B& and 4&& 

Openirg tke actron automatically engages th« safety, For firing 
position, push ths safety lever forward. 

B MANUAL SAFETY 

Models 505. 585. 685. ?85 and 335 

Move the safely lever lo the rear position to Engage safety. For 
firing position, push safety lever forward. 

1. Resd this manual carefully before hancfliriji sod loadiing the gun. 

2. Aftvovs Keep the muz^la poroled in a safe direction. 

3. Treat every firearm as tfiwftb it were loaded. 

4. Always malke Sore the firearm is unloaded and keep the atlior> open 
except when actually hunling or preparing to shoot. 

5. Be sure the barrel and action arc dear of obstructiorv and that you 

have the proper ammunition for firearm you are earryiiijg. j 

6. Be sure of your target before you pull the trigger, ' 

7. Never point a firearm at anything you do not want to shoot. Avoid 

all horseplay with any firearm, , 

S. Never tlimb a fenee. tree, or jump a ditch with a i&aded firearm, i 

D. Never shoot at a fiat hard surface or water. 

1 0. ^ore firearms and ammunition separately. 

1 1. Avoid alcohol and other drugs before or durinfi shooting | 

The use of shooting glassed and ear protection are highly recommended j 

whenever you shoot your shotgun. Or are ro the vicinrty of others while | 
they are shoolinr. j 



i.y 



Selector 




OVER/VfiDER 0 

Wjth t^te selflttur tnJtton> jjrolrud'lng to She r ight hand side of the I rigger; Ene 
gun will fire the lower ij^rrel firs-t and the lop barrel second. Posh the 
seleclof button to the left to reverse the firing order. 

SiDE BY-Sm OO 

With the selector button protruding tg the right side of the trigger^ the right 
barrel lirit and the left barrel fires second. Pushing the selector button to 
th$ left reverses the Hi ring order. 

mPORJANJ NOTE 

Both sjde-by'-sfd'e snd ofer ar?tf Winder guns ere equipped w/lh an 
ffftsrii3 frrgger nrdcifart/srtt rMiih ^utomsticatfy fndsxes the tnsger for the 
sectwid shot af^er firing the fir$t barret. Since the inertia system reavires 
the recoii of an actuai shot to index the frf^er, it wHi not function when 
(fry tiring. 

Notei T'fre 2B gevgo $r>d 410 gauge guns are instaifed with a meohanioal 
trigger. 




General Maintenance 



CAUTION: Make su r 0 the gun is unloaded and' amirtunition is dear 
of area before conducting JTkainte nance procedures. 

1) Cteaning 

Your new SKB was shipped from the factoi^ with protective 
materials applied. These heavy packing greases should be 
removed with an initisi cleaning before the gun is used. Ih 
additJon to the initial ctesring. your shotRun should be cleaned 
after every day of shooting. 

Bartels 

The barrels of your new SKB are manufactured from an alloy 
steel containing chromium. The corrosive resistant 
characteristics of chrom-moloy steelf along with the highly 
polished surface of the barrel, result in a minimum amount of care 
required to keep the barrels glean. After shooting, the barrels 
should be thoroughly oleaned following the procedures detailed! 
here. 



Remove the barrels from the forearm and receiver as eKplained in 
disassembly procedures. Clean the inside of the bores by 
passing e swab thrwgh to remove combustion residues. 
Modern ammunition utilises a plastic was cup to hold the shoL 
Traces of this plastic can build up inside the barrel. If the swab 
will not remove these residues, use a bronze brush followed by 
the Swab. Use a silicon based spray oil with a rag to wipe down 
the external Surfaces of the barrel group to remove any trace of 
combustion residues, dirt sweat and fingerprirrts; leave a thin film 
1 3 



of the silicon based spray oil coating all surfaces to protect the 
metal. Always use a clean oily patch in your barrels as tha last 
step prior to storage to protect the internal surfaces. 

CAUTION; DO NOT use nitro solvent materials on the outside 
of any double barrel shotgun as loosening of the vent rib may 
occur. 

NEVER FIRE OVER A UNDER. SIDE BY SIDE., OR SINGLE 
BARREL SHOTGUNS WITH MISSING OR BROKEN 
EJECTOR/EKTRACTORS AS SERIOUS DAMAGE TO THE 
FIREARM OR INJURY TO THE USER MAY OCCUR! 

Stock and Forend 

Y-our New SKB Double Gun is finished with as special wear 
resistant polyurethane finish. This extremely durable finish 
requires only a wipe dawra with a lightly oiled rag. A stocJ^ wax 
can be used if desired. However, it is not recessary, 



Receiver and Frame 

The firing pin holes and face of the frame should be inspectad 
occasionally to insure that ibe bring pin holes and face tff tho 
raceiyer are free of foreign material. 

0 LubritaCion 

Proper lubrication is important to ensure the best function and 
reliability, and in reducing wear. 



C-are must be taken to use only the b»st grades of gtJn gil in 
lubricatiiifi your gun. A silicon based lubj'icant as is found 
in most pressurized sjKiray oil is best. Apply oil sparingly. Too 
moeb oil will harm your gun, Apply a drop o-f oil to the extractor 
groove forend cocking levers, inside the forend release Itver, 
cocking rods, locking piece, and the top lever. A light gun grease 
should bri applied around the hinge pins, and in the hinge P'n 
grooves. A smell amount of greaso should be applied to the 
entrSiCtor cam channel. A very light coating of gneas-H should 
also be applied to the metal-to-metal weer points: both_ sides of 

the monobloc and the surface where tha forend iron adjoins the 
receiver. After lubrication, open and close the shotgun several 
timaa. Then rtipe off excess grease. 

CAUTION: Never attempt to disassemble your shotgun lurther 
than explained in this manual. We recommend that a competent 
gunsmith bc cailed upon to complot* more detailed maintenance. 

Storage and TransportstEon 

When transporting or storing your New SKB Double Gun. be sure 
to release the locking piece retainer in order to retract the 
looking piece into the frame. This step is necessary to avord 
damage to the locking piece or the top lever. WhEn 
reassembling, be sure to move the loiJ lever to the far right 
position to open the locking mechanism before assembling the 
barrel to the frame. 



For prolonged storage, it Is recommended that the tri.gger be 
snapped! on both bairels to prevent the hammer springs from 
weak Bring. Use a block of wood against the face of the breach 
to cushion the firing pins and thereby avoiding possible damage. 

6. Service 

DO NOT attempt to take your New SKB Double gun apart further 
than explained in this manual. Doing so may invalidate your 
warranty on the gun. Should your New SKB Double Gun nood 
sorwice^ pleas® contact us at the address of phone number listed 
in the front parts of the manual for information concerning 
factory authorized service. 

Your New SKB Bouhic Gun is a mechanical device that is subject 
lo wear and may roQuire periodic inspection, adjustments, and 
service. To keep your guo in good v/orking order, The New 
SKB Arms Company recommends that you send your gun to a 
factory authorized service center for periodic mainleinanceCwhich 
is not covered by warrantyifor proper cleaning. Eubrioation, and 
adjustment of the guns internal parts. For further information 
on factory autPliorized service, call us at the number listed in the 
FroHit of this manual or visit wvm.skbshotguns.cetn for more 
detailed contact information. 

The New SKB Amns Company cannot assumn: any lia’Dility for any 
unauthorized modifioatron or alteration to the gun. barrel, trigger, 
gun stock, or forend resuEting in injuries sufTared or caused by 
unauthorized servicing, alterations, or modificatioriiS of any NEW 
SKB firearms. 



